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iUMIARY

Human tolerances to accelerating forces long have been recognized
as being dependent on the magnitude, eirection, and duration of a given
G. Experimentally derived tolerance curves fo positive G have been
reported by Stoll and Kydd. The former provides the time (time at peak
plus rise time) at which a given end-point (PLL) will occur for various
sustained G Levels while the latter provides the period of a haversine
shaped G profile which will produce the same end-point for various peak
G's. Aerodynamically derived G profiles take on a wide variety of shape:
and forms. Any attempt at predicting human tolerances to such profiles
from either of the above tolerance curves directly would be extremely
difficult if not impossible. Using a lumped parameter description for
both the arterial and venous portions of the cardiovascular system. a
simplified mathematical model has been derived which includes a feedback
loop for changes in cardiac output and peripheral vascular resistance to
represent the non-linear effects of cardiovascular reflexes. The model,
which describes the transient and steady state response of the system to
any shaped G profile, has been programmed on an analog computer. By iden-
tifying a particular response of the system to correspond with a given end-
point (PLL), a cardiovascular dynamic response index (CDRI) has been de-
fined. By using the CDRI, the model provides agreement with both the Stoll
and Kydd tolerance curves. The model may further be used in predicting
human tolerances to such a variety of G stress conditions as the following:
(1) varying shaped G profiles where the f-Fect on the cardiovascular system
is the primary concern; (2) extremely high positive accelerations for short
durations where controlled experiments are either impossible or too hazard-
ous to perform; (3) variations in the degree of supination which the subject
assumes for a given G profile.

ii

Ui



TABLE OF CONTENTS

Page

SUHMARY ------------------------------------------------- ii

INTRODUCTION ------------------------------------------- 1

APPROACH ----------------------------------------------- 1

METHOD ------------------------------------------------- 2

RESULTS --------------------.--------------------------- 4

REFERENCES --------------------------------------------- 10

LIST OF FIGURES

"- Figure Title Page

1 Arterial pressure at head level ---------------- 3

2 Block diagram of the mean arterial and
venous portLon of the cardiovascular
system ------------------------------------------ 3

3 Maximum G vs. period of haversine forcing
function ---------------------------------------- 6

4 Percentage time after peak G to mi lpoint
of PLL ------------------------------------------ 6

5 CDRI model applied to 4 second haversine
curves ------------------------------------------ 7

6 CDRI model applied to ramp forcing
func.,ion --------------------------------------- 7

7 Human tolerance to positive G ------------------ 9

iii



"I 
h l,.. Il. m

| 

,.

i I t

(V BLANK PAGE

~XtK-(I
'I I

i i



INTRODUCTION

Human tolerances to accelerating forces have long been recognized
as being dependent on the magnitude, duration, and direction of the G
force o; the individual. Existing G time-tolerance curves (experiment-
ally derived) differ depending on the definition of the tolerance limit
and the shape of the forcing function used. 4

Human tolerance is associated with a physiological end-point and
those most commonly used are grayout or peripheral lights lost (PLL),
blackout or center lights lost (CLL), and unconsciousness. Even within
these tolerance definitions there exists a range of variability depending,
among other things, on the duration of the end-point. Leverett and Zuidema
(1) have cautioned that if PLL or CLL is used as an end-point, then agree-
ment should be reached as to how long loss of vision is to last. Various
authors have defined G duration to be the time at maximum G (2), the time
from G onset to the end-point occurrence (3), or the total time of the G
profile (4).

The application of controlled experimental data to the analysis of
realistic combat mission G-profiles is made difficult not only because of
the variability in the definition of tolerance limits but as is ofte the
case, the complex shapes of the combat mission profiles cannot be directly
related to the simplified experimental profiles. On practical grounds,
empirical tolerance curves for every possible shape of combat mission
G-profiles cannot be generated or documented using past laboratory tech-
niques.

APPROACH

Fundamentally, a subject's end-point is indicative of the inertial
reaction of his body, in particular his circulatory system, to the dynamic
forces imparted to it during the G-profiie. When viewed systematically,
the circulatory response to acceleration is completely dependent on the
response mechanism itself and the time history of the acceleration input.
It is apparent then that documienting stimulus-response pairs becomes an
insurmountable task when a complete definition of tolerance limits for
all possible G-profiles is sought.
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To achieve the goal of being able to predict human tolerability to
arbitrary G-profiles, an approach has been developed which differs sub-
stantially witV the stimulus-response tabulation techniqu.. This new
approach requires a quantative description of the mechanism• which produces
the tolerance end-point and its dynaric response to an acceleration input.
In sapport of this requirement a computer model of the acceleration response
mechanism has been developed which provides a functional description of
those physiological processes directly related to the end-point symptoms
during and after the application of a G stress. It is not intended for the
model to accurately provide a detailed manner in which these processes take
place; its main purpose is to faithfully reproduce the effect of these
processes on the presence and duration of an end-point as a function of the
G-profile presented.

Using the mcdel, the empirical tolerance curves produced over the past
years can be consistantly duplicated even to the point of showing how the
different definitions of end-point and G-duration can account for the de-
screpencies among the experimental curves.

METHOD

Since the G tolerance we are ccncerned with hc is expressed in terms
of the visual symptoms of grayout and blackout, the general strategy of
developing the computer model was based on the physiological mechanism
producing such symptoms. Duane (5) observed that, under acceleration, the
symptom of grayout and olackout were correlated with the cessation of
blood flow in the retina. Coupling this with the fact that, under conditions
of constant vascular tone, flow is directly proportional to the vascular re-
sistance, the basic scheme of the model took shape.

The first item was the generation of r"presentative mean arterial and
venous pressures at the head level. This was done by adjusting computer
parameters until the computed pressure curves matched those recorded in ac-
celeration experiments by Henry et al. (6) and shown in Figure 1. Each
curve was composed of two components: the hydrostatically induced pressure
drop which slightly lags the acceleration profile and the delayed compensa-
tory increase in pressure initiated mainly by the carotid sinus bsroreceptors.

The block diagram of the computer model is shown in Figure 2. The
G-profile is fed directly into the arterial and venous systems to produce
the hydrostatic responses of each system. The mean arterial pressure is
fed into a model of the carotid reflex mchanism which detects any pressure
deviation from the resting prassure (80 mm Hg.). The output of the reflex
system is used to control the venous pressure 'y controlling the stiffness
or tone of the venous model and to control the arterial pressure by control-
ling the set point (aortic pressure (7)) directly and indirectly by control-
ling- the tne of the arterial model. The para-eters and time cons ants of

both the arterib and venous system as well as the reflex mechanism were
adjusted to produce results comparable to those obtained experimentally
(FIgure 1).



Figure 1. Arterial pressure at head level and pressure in the jugular
venous bulb. (Henry, 1956)
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A non-dimensional quantity equivalent functionally to retinal blood
flow was formed from the arterial and venous pressures by multiplying the
arterio-venous difference by the reciprocal of vascular resistance which, in
the range of low pressures involved here, is nearly proportional to the
arterial pressure itself. In this respect, the minimum value of the
arterial pressure was limited to 0 mm Hg. while venous pressure was permitted
to fall as low as -60 mm Hg. The net effect of all of this was that flow
functionally followed the arterial pressure at low arterial pressures (0-40
mm Hg.) and the A-V difference at higher pressures (60-100 mm Hg.).

The hypothetical blood flow parameter was fed into a first order lag
circuit and time delay tn represent possibly the decay of the retinal
oxygen supply to some threshold level at which point grayout can be said to
occur. This corresponds to the experimental observations made by Duane(S)
on the time delay between retinal exsanguination and the onset of grayout
and blackout.

In the computer moael a comparator was used to indicate the point at
which the retinal oxygen supply fell below a preset threshold value. It
was found, during the development of the model, that a single threshold
value ccold be used to reproduce the tolerance curves found experimentally.
This value has thus been termed a cardiovascular dynamic response iidex
(CDRI).

RESULTS

As an initial test of the CDRI model, it was applied to results reported
by Kydd (4) in wnich a haversine shaped G-profile was used as a standard
stimulus to obtain human tolerance data. This data relates the period at
the haversine curve with the peak G value which will produce a PLL end-point.
In these experiments the peak G was routinely increased by small steps for
each haversine period until the subject gave indication of PLL for a period
of about 2 seconds. Since the runs were generally on the downward slope at
this time, the haversine G profile was normally continued with the subject
indicating the time at which peripheral lights returned. A television
camera was used to monitor the subject to insure he did not turn his head
to either side during a run. In these experiments the total shape of the
G-profile including both the rise and fall portions are assumed to contribute
to the final result.

Having already adjusted the necessary parameters of the compu del
to bring about agreement with experimentally obtained mean arterial and
venous pressure responses to acceleration, the procedure now w&5 to adjust
the bias on the PLL indicator comparator to obtain agreement with this new
experimenatal data at one point of the tolerance curve.
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Having made this adjustrer t, r a- ar&-eters 'f W ,- .jd- I ,rc : .) 'rf -),-j

The test of the model wa,. trbev on d-Žer-i ne sf it gav' agreement ittt

experimental date at other ;o:nt.,.' of che t:lerance curve with -:, furth-r
parameter adjustipents. Figure 3 s.,1 5 the Llos.nne• s wivh w-hiy(h 1-he CDR!
riod,1 wg,- able to match tne experimentai data. A speý.-ai repetiti'e oper -

tion feature of the &nalog ccputer was u,.d to good purpose !n obtaxoing

this data. This feature enabled the total tim. historv c.f the ý,Y¥tem response

-U Mie haversine forcing function to be vi'wed tilediateiv or. an osci lloiI, c ne

by thus adjusting the peak G for each haversine period. the minimim v'alie to

produuc PLI. wa- _:v4 ck" obtained.

The model not only provides the peak ( at which the end-roint occurs
but also the time and duration of the end-point. In order to be consisteit
over the entire curve a 2 second PLL duration time was chosen. m.ost of the
experimental data was of ths order of magnitude. It was found necessary
to add a time delay of I second to the results to bring about time agreement
with the experimental data at the one point of the tolerance curve. This s
disagrees somewhat with the foliowing statement: "Brain function and vision

can be sustained at any G level for 3 seconds because the oxygen store within
the brain tissue is sufficient to maintain adequate metabolism for this period
of time even after the circulation has been cut off completely" (8)- Having
set this delay in the model, it was again checked for agreement with experi-
Mental data at other points of the tolerance ,zvrve.

In Figure 4 the percentage of time fr-om the peak G to the midpoint of
the PLL to -:.- time from peak G to end of run (half period of haversine) was 4

plotted against the half period of the haversine. Close agreement was again
found between the experimental data and the CURI model. The midpoint time
of the PLL was chosen because some variation from the 2 seconds duration
standard was found in the experimental data. The midpoint time was found to
be invariant in the computer model for large variations in duration time. it
is to be noted that, in the short period duration G profiles, the runs are
over before the end-point occurs. Also, for the long period runs, the end- q

point occurs before the peak G, is reached.

Having gained some confidence in the CDRI model after its agreement with
experimental data for the haversine shaped G-profiles, the model was extended
to study the effect of different shaped forcing functions. Figure 5 shows it
being applied to a 4-second haveraine G curve (2 seconds to peak) modified to
hold at peak G for a prescribed length of time and then to return to base
level in 2 seconds following the decline portion of the haversine curve. The

* figure shows a comparison between this shapc of forcing function and the
is-andard haversine forcing function. The results indicate that a tn'erante
curve based on the use of the total time from start of acceleratior. lo the end-
point for a measure of G duration regardless of the shape of the cure would

j be inconsistent.

A similar result was found when a ramp type forcing function was applied
Sto the computer model. The results of this comparison study are shown in

I
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Figure 6. A second sigifirat finding of comparing a ramp forcing function
with that of a haversine forcing function is that the decline portion of the
G curve should not be ignored in assessing the total effect of a given G
profile.

It has been found also, that close agreement is obtained between the
CDRI model restilt and the G time-tolerance curve reported by Stoll (3) as
shown in Figure 7 in the short period portion of the curve where the shape
of the forcing function resembles that of a haversine. It is to be ncted
however, that in making this comparison a time shift had to be made to
account for the fact that the time at which tLe end-point occurred from the
start of the run was plotted and not the midpoint of the peak G occurrence
as was done in the haversine curve results of Figure 3.

Although a 2 second peripheral light loss end-point was used in this

study, the CDRI model is easily adaptable for different end-points such as
CLL and unconsciousness by simply readjusting the bias on the indicator
comparator. Also increased accuracy may be attained if the indicator is
adjusted for each individual.

In addition to the application of the model to predicting human tolerance
to complex forcing functions where it could be used on-line in computer
simulation studies, it is an excellent tool for standardizing G time-tolerance
studies and for assessing the importance of tolerance definition, G time
duration, and the shape of the forcing function.
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